
Ec-II-30 shown

 250+/hr (76cm x 221cm)

Expand all dryers easily 
5 - 17.7 cm  
adjustable heater height 
Reliable belt tracking system 
CE certification 

EC-II-54-2shown

 1000+/hr(137cm x 312cm) 

BigRed-v Series 

BR3-V30shown

450+/hr(46cm x 267cm)  

BR3-V54
900+/hr(76cm x 267cm) 

EC-II-54
 500+/hr(137cm x 221cm) 

2 widths
available

BR4-V30
450+/hr(46cm x 267cm)  

BR4-V54
900+/hr(76cm x 267cm) 

 Building machinery
 and relationships to  

Last a life time!

Ec-I-54
 300+/hr (137cm x 168cm)

Ec-I shown

 150+/hr (76cm x 168cm)

2 widthsavailable

10 YEAR
HEATER WARRANTY



Vastex Production Dryers Technical Specifications Comparison 
EC-I EC-I-54 EC-II-30 EC-II-54 BR3-V30 BR4-V30 BR3-V54 BR4-V54 

Heater Warranty 10 Year 10 Year 10 Year 10 Year 10 Year 10 Year 10 Year 10 Year 
Defect Warranty 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year 
Shirts / Hr / Chamber
(Plastisol) 

150+  300+  250+  500+ 450+ 450+ 900+ 900+ 

Belt Speed 0-12 FPM   
(0-3.6 MPM) 

0-12 FPM   
(0-3.6 MPM) 

0-16 FPM   
(0-4.9 MPM) 

0-16 FPM   
(0-4.9 MPM) 

0-16 FPM   
(0-4.9 MPM) 

1-10.5 FPM 
(0-3.2 MPM) 

0-16 FPM   
(0-4.9 MPM) 

1-10.5 FPM 
(0-3.2 MPM) 

Exhaust (Free Air) 
(Optional on DB-18, DB-30 & EC-I) 

200 CFM(5.6CMM) 
Option

200 CFM(5.6CMM) 
Option

290 CFM  
(8 CMM) 

290 CFM  
(8 CMM) 

450 CFM 
(12.7CMM) 

450 CFM 
(12.7CMM) 

550 CFM 
(15.6CMM) 

550 CFM 
(15.6CMM) 

Exhaust Stack Diameter 4” (10.16cm) 4” (10.16cm) 4” (10.16cm) 4” (10.16cm) 6” (15.24cm) 6” (15.24cm) 6” (15.24cm) 6” (15.24cm) 

Overall Length 66" (168 cm) 66" (168 cm) 87" (221 cm) 87" (221 cm) 105” (267cm) 105” (267cm) 105” (267cm) 105” (267cm) 

Overall Width 43" (109 cm) 67” (170.2cm) 49" (124 cm) 73.5" (187 cm) 51.2” (130cm) 51.2” (130cm) 75.7” (192cm) 75.7” (192cm) 

Overall Height 46" (117 cm) 46" (117 cm) 53" (135 cm) 53" (135 cm) 57.3” (145.5cm) 57.3” (145.5cm) 57.3” (145.5cm) 57.3” (145.5cm) 

Belt Width 30" (76 cm) 54" (137 cm) 30" (76 cm) 54" (137 cm) 30" (76 cm) 30" (76 cm) 54" (137 cm) 54" (137 cm) 

Chamber Length 20" (51 cm) 20" (51 cm) 36" (91 cm) 36" (91 cm) 54” (137cm) 54” (137cm) 54” (137cm) 54” (137cm) 

Chamber Infeed Width 34.5" (88 cm) 58.5” (149cm) 34.5" (88 cm) 58.5" (149 cm) 34.5" (88 cm) 34.5" (88 cm) 58.5" (149 cm) 58.5" (149 cm) 

Chamber Infeed Height
(adjustable) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

2" - 7"  
(5 - 17.7 cm) 

Heat Range (@ Heater) 0-800 F°  
(0-427 C°) @ 240V 

0-800 F°  
(0-427 C°) @ 240V 

0-900 F°  
(0-482 C°) @ 240V 

0-900 F°  
(0-482 C°) @ 240V 

0-900 F°  
(0-482 C°) @ 240V 

0-900 F°  
(0-482 C°) @ 240V 

0-900 F°  
(0-482 C°) @ 240V 

0-900 F°  
(0-482 C°) @ 240V 

Heater Size & Wattage 18" x 24" (46 x 61 cm) 
1 @ 3,500 Watts 

18" x 24" (46 x 61 cm) 
2 @ 3,500 Watts = 

7,000 Watts 

12" x 24" (30 x 61 cm)
2 @ 3,000 =  
6,000 Watts 

12" x 48" (30 x 122 cm)
2 @ 6,000 =  
12,000 Watts 

12" x 24" (30 x 61 cm)
3 @ 3,000 =  
9,000 Watts 

12" x 24" (30 x 61 cm)
4 @ 3,000 =  
12,000 Watts 

12" x 48" (30 x 122 cm)
3 @ 6,000 =  
18,000 Watts 

12" x 48" (30 x 122 cm)
4 @ 6,000 =  
24,000 Watts 

Cost / hour to operate 
based on £0.10  / kwh 35p            70p       60p   1.20p           90p                              1.20p  1.80p 2.40p 

Electrical Power**  
Chamber 

240V / 16A / 1 Ph. / 240V / 30A / 1Ph. /  
3 wire 50/60HZ 

240V / 28A / 1 Ph. /  
3 wire 50/60HZ 

240V / 59A / 1 Ph. /  
3 wire 50/60HZ 

240V / 42A / 1 Ph. /   
3 wire  50/60 HZ 

240V / 54A / 1 Ph. /  
3 wire 50/60HZ 

240V / 80A / 1 Ph. /     
3 wire  50/60 HZ 

240V / 104A / 1 Ph. / 
3 wire 50/60HZ 

Optional Chamber Power  
3 phase 240V 
Also available in 380 / 440 / 480 

—— —— 240V/ 18A / 3 Ph. /  
4 wire / 50/60HZ 

240V/ 35A / 3 Ph. /  
4 wire / 50/60HZ 

240V / 28A / 3Ph. /      
4 wire / 50/60 HZ 

240V / 36A / Ph. / 
3 wire 50/60HZ 

240V / 50A / 3Ph. /      
4 wire / 50/60 HZ 

240V / 64A / 1 Ph. / 
4 wire 50/60HZ 

Scrub Air Option 240V / 1A /  240V / 1A /  

These features  
do not require  

separate power 
sources.  

These features  
do not require  

separate power 
sources.

These features  
do not require  

separate power 
sources.  

These features  
do not require  

separate power 
sources.  

These features  
do not require  

separate power 
sources.  

These features  
do not require  

separate power 
sources.  

Power Exhaust Option 240V / 1A /  240V / 1A /  

Shipping Weight* 378 lbs (172 kg) 581 lbs (264 kg) 647 lbs (293 kg)  988 lbs (448 kg) 896 lbs (407 kg) 975 lbs (442 kg) 1349 lbs (612 kg) 1399 lbs (635 kg) 

Shipping Dimensions*  33" x 48" x 40" 
 84 x 122 x 102 cm 

 73” x 33" x 40" 
 186 x 84 x 102 cm 

 53" x 43" x 60"   
(135 x 109 x 152 cm) 

78" x 49" x 60"  
(198 x 125 x 153 cm) 

61" x 58" x 64" 
(155 x 148 x 163 cm)

61" x 58" x 64" 
(155 x 148 x 163 cm)

81" x 65" x 64" 
(206 x 165 x 163 cm)

81" x 65" x 64" 
(206 x 165 x 163 cm)

TUV-ISO 9001-2000 
Compliant 
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Dryer foot print comparison chart, shown to scale

Dryers depicted on this page 


